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 EDE55X4BLK15 - Eden - 1.5 Bowl Black Granite Composite Inset/Undermount Kitchen Sink - 555 x 460mm
 
 EDE55X4WHT15 - Eden - 1.5 Bowl White Granite Composite Inset/Undermount Kitchen Sink - 555 x 460mm 
 



Receive Your Kitchen Sink

Unpack and check for damage.

Unpack it and check for any damage.
Upon receiving your sink, unpack it and remove all packaging, checking for any damage. 
If the sink is not to be installed immediately, repack it. 
Any claims for damage will be rejected if not reported in a timely manner.

Protect your sink.

Before starting installation, make sure that the sink is completely protected and leave 
the packaging in place until the work in the kitchen is completed. 
Scratches and damage caused during installation are not covered by the warranty.
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Installation  

Sinks must  be installed according to this instruction manual. Manufacturer is not held responsible 
for any defects resulting from lack of observance of these instructions.
In case of detecting transport defects or any other shortages or damages, immediately report them 
to Seller. 
Until the complained is examined, sink must be kept in original package.

Note:
Do not put the sink on its side edge because this may lead to sink damage!
Do not stack objects on the sink!
Pay particular attention during installation because there is a danger of crushing your fingers when 
inserting the sink into hole cut in a worktop.

Note:
Do not overtighten the syphon outflow and automatic sink plug. Tensioning can lead to sink cracks. 
Complaint shall not be recognized.
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UNDERCOUNTER INSTALLATION
1.  After preparation of a worktop and determining the place of sink installation, apply 
    template to the worktop and fix it with a tape to preclude its movement.
2.  Using a soft pencil, outline the template.
3.  Remove the template.
4.  Cut the outlined worktop section guiding the jigsaw along the inside contour of the template.

5. After cutting the hole, turn the worktop upside down to allow further installation of the sink 
    from below.
6. Make the mounting holes.  Install the clips/fasteners according to the manufacturer's 
    instructions. Leave a gap of about 3 mm between the edge of the worktop and the sink. 
    Check that all components are correctly positioned.
7. After installing the fasteners, wait 24 hours if the manufacturer recommends initial 
    bonding of the adhesive or silicone.
8. Apply an even layer of sanitary silicone around the edge of the cut-out in the worktop.  
    The silicone will ensure a tight seal and protect against moisture.
9. Place the sink in the hole from underneath the worktop. Press evenly and tighten 
    the clamps by hand (do not use a drill to avoid damaging the worktop or sink).
10.Carefully turn the worktop back to its normal position, making sure the sink 
    is securely fastened.
11.Remove excess silicone from the visible edges. Smooth the joint for an aesthetic 
     and watertight finish.



 ScrewdriverHammer Jigsaw
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Installation  

Sinks must  be installed according to this instruction manual. Manufacturer is not held responsible 
for any defects resulting from lack of observance of these instructions.
In case of detecting transport defects or any other shortages or damages, immediately report them 
to Seller. 
Until the complained is examined, sink must be kept in original package.

Note:
Do not put the sink on its side edge because this may lead to sink damage!
Do not stack objects on the sink!
Pay particular attention during installation because there is a danger of crushing your fingers when 
inserting the sink into hole cut in a worktop.

Note:
Do not overtighten the syphon outflow and automatic sink plug. Tensioning can lead to sink cracks. 
Complaint shall not be recognized.

1.  After preparation of a worktop and determining the place of sink installation, apply 
    template to the worktop and fix it with a tape to preclude its movement.
2.  Using a soft pencil, outline the template.
3.  Remove the template.
4.  Cut the outlined worktop section guiding the jigsaw along the inside contour of the 
    template.
5. Applying silicone – first layer
    Apply a thin, even layer of sanitary silicone along the edge of the cut-out hole.
    Silicone protects the worktop from moisture and ensures tightness.
6. Additional sealing
    If necessary, apply an additional layer of silicone to the lower edge of the sink flange.
7. Installing the sinkCarefully insert the sink into the cut-out hole from the top of the worktop.
    Press it down evenly so that the silicone spreads well and fills the gaps.
8. Removing excess silicone
    Remove excess silicone from the edges with a spatula or damp cloth.
    Smooth the joint for an aesthetic finish

COUNTERTOP INSTALLATION
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*** Do not use the kitchen sink within 24 hours to let the silicone fully cure
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Sink is designed for use in households. In order to maintain the sink in perfect aesthetic 
and technical condition, do not use the sink so that it is endangered to mechanical, 
technical or chemical defects and use it according to its purpose.

5. Periodically clean the outflows and syphon using commonly used agents, according 
   to manufacturer's recommendations.

6. If the water is hard, do not let permanent lime sediments to form on the surface. 
   Scale  can be removed using thinned vinegar or commonly available cleaning agents.

7. Throwing flatware or other hard objects into the sink may cause damage in some 
   instances.

1. Clean the sink with kitchenware detergent or clean water with mild cleaning agents, 
   e.g. food vinegar.

2.Avoid any lacquers, nails remover, solvents, fired cigarettes, etc. to contact the sink 
   surface.

3.Do not put colouring agents on the sink (coffee, tea, vegetable juice) that might 
   cause tarnish which is difficult to remove. 

4. Difficult contamination must be removed with washing cream. After washing, flush 
   with water and apply thin layer of food oil.

Operation and maintenance of quartz conglomerate sinks
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